
adrian.urseiu
Text Box
Distribuitor: CALOR SRL 
Str. Progresului nr. 30-40, sector 5, Bucuresti tel: 021.411.44.44, fax: 021.411.36.14 www.calorserv.ro   -  www.calor.ro

www.calorserv.ro
www.calor.ro


TEMPERATURE:
EPDM max 100°C

• Disc:
GGG40

• Seal: EPDM 
• Working temperature:

from -10 to +100°C

• Available:
from DN40 to DN300 

• Working pressure:
PN16

G25 Cast ironbody:

body:

Art. S6.0

Art. S6.000

Art. S6.1

available items

technical data

SERIES S6
Swing check valves

Data and specifications are only available as information.
Brandoni S.p.A. reserves the right to modify one or more valve specifications without warning. Serie S6/07-2007/H-U/GB

• Disc:
GJS 500.7

• Seal: EPDM 
• Working temperature:

from -10 to +100°C

• Available:
from DN350 to DN800 

• Working pressure:
PN10

• Working temperature:
from -10 to +100°C

• Available:
from DN350 to DN800 

• Working pressure:
PN16

G25 Cast ironbody:Art. S6.0

Art. S6.000

GJS 500.7 Ductil iron

• Disc:
GJS 500.7

• Seal: EPDM 

Art. S6.100

40 50 65 80 100 125 150 200 250 300 350 400 450 500 600 700 800
180 200 240 260 300 350 400 500 600 700 800 900 1000 1100 1300 - -

110 130 140 150 160 190 210 250 310 340 380 415 - - - - -

8,7 13,4 17,7 20,8 29,3 47 67 118,7 171,9 232,5 315 436 - - - - -
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Weight (kg)

NOTE: from DN500 to DN800 with counterweight
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