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•3 Series

•Mono and Bicompressors units

•R410A

•Easy Maintenance

•Minimum internal spaces

•High kWs/m2 ratio

•High SHR

GENERAL FEATURES



GENERAL FEATURES

The use of neutral colors and 
quality components 
guarantee a perfect 
acclimatisation
of the air conditioner into 
architectural
interior design and a minimum 
visual impact.
Internal insulation minimises 
noise and vibrations.



GENERAL FEATURES

Innovative design technology 
with computer-aided
three-dimensional modelling 
has permitted the realisation
of units with the best 
exploitation of internal
spaces, also allowing the 
reduction of overall size and
the achievement of a first level 
kWs/m² ratio.



GENERAL FEATURES

In the design phase of the 
Progresso units, particular
importance was given to the 
necessity of simplifying
ordinary maintenance; in fact 
separate sections
were realised for rational 
access to the parts of the air
conditioner according to the 
needs of maintenance
personnel



CHILLED WATER COIL

DIRECT EXPANSION

•Units with remote air 
cooled condenser

•Units with water cooled 
condenser

PRODUCT RANGE



PRODUCT RANGE

DIRECT EXPANSION

X series

Units with remote air cooled 
condenser

From 7,1 up to 125,1 kW



XST 
XSB

XST 
XSB

XST 
XSB

XST 
XSB

XST 
XSB

XMT 
XMB

XMT 
XMB

XMT 
XMB

XMT 
XMB

XMT 
XMB

XMT 
XMB

1007 1008 1011 1015 1019 1024 1028 1033 1038 1049 1062

Total Cooling Capacity (kW) 7,1 8,3 11,1 15 18,9 23,5 27,7 32,7 38,1 49 61,6

SHR 0,95 0,97 0,87 0,98 0,90 0,91 0,90 0,89 0,90 0,91 0,88

Sensible Cooling Capacity 
(kW) 6,7 8,0 9,6 14,7 17,1 21,4 24,8 29,2 34,2 44,6 54,1

Power Imput (kW) 2,0 2,5 3,4 4,3 5,9 6,9 7,9 9,5 11,2 14,4 18,3

XMT 
XMB

XMT 
XMB

XMT 
XMB

XMT 
XMB

XLT 
XLB

XLT 
XLB

XLT 
XLB

XLT 
XLB

2029 2038 2049 2058 2069 2078 2096 2125

Total Cooling Capacity (kW) 28,6 38,4 49,3 58 69,1 77,5 95,7 125,1

SHR 0,98 0,99 1,00 1,00 1,00 1,00 0,98 1,00

Sensible Cooling Capacity 
(kW) 28,1 38,1 49,3 58,0 69,1 77,1 94,0 125,1

Power Imput (kW) 8,4 11,7 14,7 16,5 19,2 22 27,6 36,2

PRODUCT RANGE

X series



PRODUCT RANGE

X series

The X series range could be  
combined to a remote air 
cooled condenser

MONTAIR Provide for each unit 
the correct remote condenser



PRODUCT RANGE

UCM 

The remote air condenser 
units are available in 3 
version:

•Standard

•Low noise

•Super silenced



PRODUCT RANGE

UCM 

Sizes have been combined to 
allow Progresso units to 
reach also an operational 
limit of 52 C of outside 

temperature.



PRODUCT RANGE

DIRECT EXPANSION

H series

Units with water cooled condenser

From 7,5 up to 133,7 kW



HST 
HSB

XST 
XSB

XST 
XSB

XST 
XSB

XST 
XSB

XMT 
XMB

XMT 
XMB

XMT 
XMB

XMT 
XMB

XMT 
XMB

XMT 
XMB

1008 1009 1012 1016 1020 1025 1030 1036 1041 1053 1066

Total Cooling Capacity (kW) 7,5 8,9 12 15,9 20,1 25,4 30,2 35,5 40,7 52,6 66,1

SHR 0,90 0,94 0,84 0,95 0,87 0,89 0,87 0,86 0,87 0,88 0,86

Sensible Cooling Capacity 
(kW) 6,7 8,4 10,1 15,2 17,5 22,7 26,2 30,6 35,5 46,2 56,6

Power Imput (kW) 1,8 2,2 3 3,7 5 6,1 6,9 8,3 9,6 13 16,1

XMT 
XMB

XMT 
XMB

XMT 
XMB

XMT 
XMB

XLT 
XLB

XLT 
XLB

XLT 
XLB

XLT 
XLB

2031 2041 2055 2064 2074 2083 2104 2134

Total Cooling Capacity (kW) 31,2 41,4 54,6 63,9 73,9 82,9 104 133,7

SHR 0,99 0,99 0,99 0,99 1,00 1,00 1,00 1,00

Sensible Cooling Capacity 
(kW) 31,0 41,1 54,1 63,3 73,9 82,9 104,0 133,7

Power Imput (kW) 7,1 9,9 13 14,5 16,8 18,9 24,8 31,9

PRODUCT RANGE

H series



PRODUCT RANGE

CHILLED WATER COIL

W series

Chilled water coil units

From 7,4 up to 102,2 kW



PRODUCT RANGE

W series
WST/B WST/B WST/B WMT/B WMT/B WMT/B WMT/B WMT/B WLT/B WLT/B

0007 0008 0016 0022 0030 0040 0046 0060 0076 0102

Total Cooling Capacity (kW) 7,4 8,8 15,7 21,7 30,3 40,2 46,5 60,3 75,9 102,2

SHR 0,84 0,88 0,85 0,89 0,87 0,90 0,87 0,86 0,92 0,90

Sensible Cooling Capacity 
(kW) 6,2 7,7 13,4 19,3 26,3 36,1 40,6 51,8 70,0 91,6



Model numbering system

3 letters – 4 numbers

Example:

Progresso X S T  1 019

PRODUCT RANGE



First letter : defines the type of unit

•X = Air cooled direct Expansion

•H = Water cooled direct expansion

•W = Chilled water coil

Progresso X S T  1 019

PRODUCT RANGE



Second letter: defines the size of the 
unit  (depth)

•S = Small  (750 mm depth)

•M = Medium  (850 mm depth)

•L = Large  (880 mm depth)

PRODUCT RANGE

Progresso X S T  1 019



Third letter: defines the air discharge 
direction

•T = Top air discharge

•B = Bottom Air discharge

PRODUCT RANGE

Progresso X S T 1 019



First Digit: defines the N of compressors and 
refrigerant circuits 

•0 = no compressors –> chilled water unit

•1 = one compressor and one ref. circuit

•2 = two compressors and two ref. circuits

PRODUCT RANGE

Progresso X S T  1 019



Last 3 Digits: define the unit size 

Approximatively n of nominal kW

Es: 019 = 19 Kw  Nominal

PRODUCT RANGE

Progresso X S T  1 019



X = Air cooled direct Expansion

S = Small size (depth 750 mm)

T = Air discharge from the Top

1 = one compressor 

019 = approx nom. Capacity 19 kW

PRODUCT RANGE

Progresso X S T  1 019



8 Modular frames for Top and Bottom versions

PRODUCT RANGE

S = Small  (750 mm depth)



PRODUCT RANGE

8 Modular frames for Top and Bottom versions

M = Medium  (850 mm depth)



PRODUCT RANGE

8 Modular frames for Top and Bottom versions

L = Large  (880 mm depth)



Prepainted 
panels

Removable 
door

Scroll 
Compressors

GENERAL FEATURES

Selfcontaining FRAME in 
strong steel to guarantee 
maximum strength



Exchange section

Electric box section

Compressor section

Fan section

GENERAL FEATURES



Scroll compressors 

&

Plate exchanger (for H version only)

GENERAL FEATURES



Completely closed fan section

GENERAL FEATURES



Modular electrical cabinet

GENERAL FEATURES



Easily accessible filter

GENERAL FEATURES



Microprocessor

GENERAL FEATURES



For precision air-conditioning systems management, with the flexibility to 
control both direct expansion units (with 1 or 2 compressors), chilled water 
units (with 3-way or 2-way valve), electric heating (with 1 or 2 stages) or 
warm water heating (with 3-way or 2-way valve). The microprocessor 
offers complete humidity control with proportional control of the humidifier
and various dehumidification configurations.
Main functions:
• Control of the temperature and humidity of the intake and (optionally) 
discharge air.
• Dehumidification control.
• Supply-air fan: speed controlled (optional).
• Complete alarm management, including a log file (optional).
• Automatic rotation of up to 6 units in a master and slave network.
• Optional serial connection RS485 to a super visory system.
Controlled devices:
• 1 or 2 compressors or 3-way valve for chilled
water cooling.
• 1 or 2 heaters or valve for warm water heat-ing.
• Main fan: with ON/OFF or proportional control (optional).
• Humidifier with proportional control.
• Dehumidification with ON/OFF control.
• Alarm device.

GENERAL FEATURES


