VIADRUS

power of heating

Kalor, Kalor 3, Termo
Cast-iron radiators — classic design




There is an optional elegant solution of bottom connection with help of built-in ITV thermostatic valve.

Radiator advantages

Practically unlimited service life

Simple cleanability and hygienic operation at the KALOR type
Optional body assemblage according to the required power output
Prefabrication with final surface finishing by request

Possibility of ITV version at the whole type and dimensional series
Potential additional power output change
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Dimensional scheme
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VIADRUS

www.viadrus.cz

ITV advantages

» Applicable for all VIADRUS radiators except from the BOHEMIA type
» |t allows the bottom connection of boiler bodies

» Optional complementation to the standard radiators

» FElegant appearance of the cast-iron radiator

Bottom ITV connection

e

In-built thermostatic VIADRUS ITV valve

Adjusted radiator nipple

Radiator rose
Adjusted radiator nipple
Radiator screwing

Returnable water
Heating water




VIADRUS

ZDB GROUP a.s. / zavod VIADRUS
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ZDB GROUP a.s., Clen skupiny KKCG Industry

Basic technical parameters

Type Connecting pitch / depth h/B ~ Connecting Overall height H ~ Segment weight Segment power output Heating equivalent area Water volume
thread 75/65/20°C  90/70/20°C per segment
mm inch mm kg / pc W/ pc W/ pc m? / pc I/ pc
KALOR  350/160 5/4* 430 4,30 70,3 88,3 0,185 08
500/70 5/4* 580 3,20 53,8 67,4 0,120 0,5
500/110 5/4* 580 4,00 70,3 88,3 0,180 08
500/160 5/4* 580 5,60 91,7 115,2 0,255 1,1
500/220 5/4* 580 6,95 119,7 151,3 0,345 1,3
600/160 5/4* 680 6,60 109,8 138,4 0,306 1,2
900/70 5/4* 980 5,20 82,9 104,7 0,205 08
900/160 5/4* 980 10,60 149,7 190,1 0,440 1,5
KALOR 3 350/160 5/4* 430 4,90 82,9 104,1 0,208 08
500/70 5/4* 580 3,70 60,8 76,5 0,163 05
500/110 5/4* 580 4,70 78,3 98,5 0,215 08
500/160 5/4* 580 6,20 102,2 129,3 0,290 1,1
900/70 5/4* 980 6,10 95,8 121,6 0,240 08
TERMO  500/95 14 560 4,35 73,4 92,9 0,192 0,6
500/130 1" 560 5,36 91,0 115,2 0,254 0,8
623/95 1 683 5,08 88,7 112,8 0,230 0,8
623/130 1¢ 683 6,46 108,8 137,9 0,303 1,0
813/95 1 873 6,70 109,3 139,6 0,310 1,0
813/130 1¢ 873 8,80 136,1 173,0 0,380 1,3

Surface finishing according to the RAL colour atlas range

Your dealer:

This is only an illustrative and informative matter.




