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ROBINET DE iNCHIDER!E CU CLAPA
FLUTURE, CORP FONTA tip WAFER,
PN 16 DN 40-600

SRL

Echipamente Termice/Climatizare
Str. Progresul (Trafic Greu) nr. 30-40 Sector 5, 050695 Bucuresti
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DESIGN EN 593
Flange legatura conf. 15O 7005-2
Lungimea de legatura EN 558-1 SERIA 20
Teste EN 12266-1

APLICATH

*apd caldd/rece

* aer comprimat

* com bustibili

* fluide, exclusiv adzi

http://www.calor.ro - E-mail: ofertare@calor.ro




Celod

CALOR
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Echipamente Termice/Climatizare

Str. Progresul (Trafic Greu) nr. 30-40 Sector 5, 050695 Bucuresti

01.01.2012
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ISO 9001: 2001

MATERIALE [ RATING PRESIUNE |
Nr. Crt. Descriere Material TEMPERATURA o
1 Corp Fonti GG25 / GGG40.3 oc -10..+120 -
2 Clapa Fonta GGG40.3 nichelata PN 610116 ()]
3 Levier manevra GGGAD o
4 Tija Otel inox =
5 Mangeta EPDM/NBR
B Dop Otel
7 Garn ituri Fibra de sticla
ROBINET DE INCHIDERE CU CLAPA FLUTURE, CORP tip WAFER
PN 16 /10/6
DN 40 | 50 | 65| 80 |100(125|150|200| 250 | 300( 350(400|450| 500 | 600
g |425] 53 | 65 | 79 [104,5121,5] 156 | 203 | 251 |3025| 354 | 402 | 455 [492,5| 582
H1 [ 77 | 81 [ 87 [ 99 | 11| 132 [1445[1855] 2085 251 [ 277 [ 308 | 342 | 374 [ 499
H2 | 144 | 162 [1755] 193 | 200 | 218 | 226 | 280 [ 3145 354 | 388 [ 416 | 455 | 490 | 562
H3 25 23 405 45 51 64 | 70
Dimensiuni robinet| H4 | 254 [275 5] 205 [324,5/3435] 333 [4035| 506 [5635(6455] 710 | 775 | 848 | 928 [ 1091
B 2 205 44 50 63 | &9
L | 23| 43| 45 |46 [ 52| 56 | 56 [ a0 | 6 | 78 | 92 | 102 [ 114 [ 127 | 154
W [268] 31 [459] 622 [ 906 [ 110 [14556] 193 9] 241,6]292,3[ 241 8] 388,8[ 445,6] 480 5] 566 4
A 11 14 17 29 27 36
Dimensiuniflanga | TIP FO5 FO7 F10 F16
de preluare N 65 a0 125 210
mecanis m de M 50 70 102 165
actionare dixz Td Qx4 1204 224
Dimens iuni pt. D . _ 318[333]|381] 413|508
mecanis m de ;: ﬂC.!IDIIﬂre cu levier manual 3581 3‘:305 4'-1104 4‘11-05 5']551
actionare E 10 565 355 actionare cu reductor
k | 110] 125 145 160 ] 180 210 ] 240 | 295] 355 [ 410 | 470 | 525 | 585 | 650 | 770
n 4 8 12 16 20
Dimens iuni pt. d 19 23 28 3 4 [ 37
prinderea cu b | 18 20 22 24 | 2% | 29 | 32| 3| 3 [ 42 | 456 | 52
flange PN 16 mx | M6 | M16 [ M46 | M16 | M6 | M16 | M20 | M20 | M24 | M24 | M24 [ M27 | W27 | M20 | M33
L | 107 | 119 | 122 [ 122 | 132 | 136 | 146 | 154 | 174 | 190 | 210 | 232 | 282 | 277 | 320
n 4 8 12 16 20
k [1w0]125] 145|160 180 20 240 [ 295] 350 [ 400 | 460 | 515 [ 565 | G20 | 728
n 4 8 12 16 20
Dimens iuni pt. d 19 23 28 3
prinderea cu b | 12 20| 20|20 [ 22| 22| 24 [ 24| 26 | 26| 28| 32 [ 36 | 238 | 42
flange PN 10 [ mx | W16 MAG| MAG| M6 [ M16 | M16 | m20 [ M20 | M20 | M20 | M20 | m24 | m24 | m24 [ W24
L | 105|119 | 122 [ 122 | 132 | 136 | 146 | 150 | 162 | 172 | 190 | 214 | 226 | 251 | 286
n 4 B 12 16 20
k [ 100 [ 110 [ 130 [ 150 [ 170 | 200 | 225 | 280 | 335 | 395 | 445 | 495 | 550 | 600 | 705
n 4 8 12 16 20
Dimens iuni pt. d 14 19 23 23
prinderea cu b [ w1616 [ 1@ [1a]2 [20[]2[24]24] 2] 28 [ 2 [ 30]30
flange PN 6 mx | M12] M2 M12| W16 | M6 | M16 | M6 | W16 | M6 | M20 | m20 | M20 | M20 | M20 | M24
L |102| 10| 115|118 | 125 | 132 | 138 | 146 | 158 | 168 | 186 | 210 | 210 | 235 | 262
n 4 8 12 16 20
Greutate kg [25] 2 [35] 4 | 6 | 7 [ o] 4] 2 [ 33] 49 9 [110] 150] 242

Valorile din tabele sunt informative si se pot modifica fara notificare prealabila
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