
1.8 kW - 9.0 kW

FP 02 03 04 06 08 10

Cooling capacity :
Heating capacity : 2.7 kW - 13.5 kW
Air flow:

3340 -1700m /h

TERMINAL UNIT

n

n

n

n

n

n

n

n

n

Wide variety of models

Slimline design 

2 or 4-pipe models

Aerodynamically shaped air outlet

Double suction centrifugal fans with aluminum impellers

Multi speed motors 

Completely noiseless operation 

Standard control consisting of 3 speed switch thermostat and 
summer - winter switch unit mounted and wired

A connection for 3 way valve is provided on the terminal block

Features

Interklima Fan coil are the solution for 
cooling/heating applications. They are 
available in a wide range of models and 
sizes with nominal capacities ranging from 
1.8 kW to 9.0 kW in cooling and 2.7 kW up to 
13.5 kW in heating.

This extensive Fan Coil series is ideal in 
combination with Interklima water chillers or 
heat pumps for airconditioning residences, 
offices, shops or any other commercial 
application were comfort conditions are 
required, blending in perfectly with the 
aisthetics of any space.

VERTICAL FREE STANDING/EXPOSED CEILING
COOLING/HEATING

FPW 02 03 04 06 08 10



Products are manufactured in ISO 9001:2000 certified factories. 
ISO 9001:2000 pertains to quality assurance regarding 
design,development, manufacturing and installation of products 
as well as to services related to the product.

Interklima units comply with the European 
regulations that guarantee the safety of the 
product. ®

Technical specifications

Model FP-02 FP-03 FP-04 FP-06 FP-08 FP-10

L 847 997 1147 1447 1597 1897
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a) The operating pressure of the appliance should be no more than 1.2MPa.

b) * The data are referred to the following conditions at high speed:   Cooling capacities
oinlet air 27 C

o oinlet/outlet water 7 C / 12 C

1. Heating capacities
oinlet air 21 C

o oinlet/outlet water 60 C / 50 C

2. 

NOTES

* * Sound pressure measured in anechoic room 1.5m away from unit.

DIMENSIONS
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Model FP/FPW 02 FP/FPW 03 FP/FPW 04 FP/FPW 06 FP/FPW 08 FP/FPW 10

2 pipe 3 rows

High Speed 340 510 680 1020 1360 1700

Air flow (m
3
/h) Mid Speed 282 423 564 847 1129 1411

Low Speed 234 351 468 703 937 1171

High Speed 1800 2700 3600 5400 7200 9000

Total cooling capacity (W)* Mid Speed 1620 2430 3240 4860 6480 8100

Low Speed 1458 2187 2916 4374 5832 7290

High Speed 1307 1961 2615 3922 5229 6537

Sensible cooling capacity (W)* Mid Speed 1177 1765 2353 3530 4706 5883

Low Speed 1059 1588 2118 3177 4236 5295

High Speed 2700 4050 5400 8100 10800 13500

Heating capacity (W)* Mid Speed 2430 3645 4860 7290 9720 12150

Low Speed 2187 3281 4374 6561 8748 10935

4pipe 3+1 rows

High Speed 316 474 632 949 1265 1581

Air flow (m
3
/h) Mid Speed 262 394 525 787 1050 1312

Low Speed 218 327 436 653 871 1089

High Speed 1800 2700 3600 5400 7200 9000

Total cooling capacity (W)* Mid Speed 1620 2430 3240 4860 6480 8100

Low Speed 1458 2187 2916 4374 5832 7290

High Speed 1307 1961 2615 3922 5229 6537

Sensible cooling capacity (W)* Mid Speed 1177 1765 2353 3530 4706 5883

Low Speed 1059 1588 2118 3177 4236 5295

High Speed 810 1215 1620 2430 3240 4050

Heating capacity (W)* Mid Speed 729 1094 1458 21875 2916 2645

Low Speed 656 984 1312 1968 2624 3281

High Speed 25,3 28,1 29,7 32,6 33,4 33,6

Sound pressure level (dBA)** Mid Speed 20,6 23,4 25,6 27,8 28,2 30,2

Low Speed 16,5 19,3 20,2 23,5 23,7 26,4

Power supply

Water connection

Net Weight (Kg) 24.9 29.8 33.2 40.3 47.3 54.5 

220/1Ph/50Hz

3/4'
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