
High capacity LPHW option complete
with 3 way control valve and thermostat
connection terminals

Remote humidistat and thermostat options

Highest moisture extraction for
lowest power consumption - the
Calorex bonus

Corrosion free, easy to clean
aluminium casing with easy-clean
air filter. All heat exchange
surfaces polyester coated

Quiet operation

R407C zero ozone depletion
refrigerants

Low internal operating pressures
ensure long useful life

High/low pressure and delay timer
protections

Air outlets variable 20o from
vertical

Automatic low temperature
operation

Maximum sound level dB (A) @1m

Water removal @ 30oC/60%RH (l/hr)
Technical Specifications

CALOREX DH75/110 TECHNICAL SPECIFICATIONS

DH75 DH110

Dimensions (mm) std model (unpacked) Width
Depth
Height

Weight (kg)

Water removal @ 30oC/70%RH (l/hr)
Air flow (m3/hr)

Power absorbed (kW)
Nominal amps (A)

Power supply

Condensate pipe o/d (mm)
Temperature operating range (oC)

Heat recovered (kW)
LPHW battery (kW)

(water at 80oC) optional

Calorex Heat Pumps Limited
The Causeway, Maldon, Essex CM9 5PU, England
Tel: +44 (0) 1621 856611 Fax: +44 (0) 0621 850871
Email: sales@calorex.com  Web: www.calorex.com
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