2 PENTAIR

NOCCHI DHR

MULTISTAGE CENTRIFUGAL PUMPS

LOW ENERGY CONSUMPTION, EXTREMELY SILENT, IMPELLERS AND DIFFUSERS MADE OF STAINLESS STEEL AISI 304, THREADED PORTS SET FOR

OVAL FITTINGS (RANGE DHR 9)

The DHR series pumps are horizontal
centrifugal pumps, not self-priming.
All the rotating parts that come into
contact with the pumped liquid are
made of stainless steel AISI 304.

USAGE DATA

¢ Type of liquid: clean water without

suspended solids or abrasive material.

* Maximum temperature of the liquid
90°C.

* Maximum ambient temperature 50° C

* Maximum recommended intake
height: 6 m with foot valve (with
temperature of the liquid at 50° C)

e Maximum operating pressure:
10 bar (with temp. of liquid 50°C)
6 bar (with temp. of liquid 90°C)

TABLE OF MATERIALS

APPLICATIONS

e Lifting and distribution of water in
domestic systems in continuous or
intermittent operation.

e Pressurization systems.

e Washing, irrigation, gardens,
fountains.

MOTOR

¢ Closed, ventilated from exterior.
e Degree of protection IP 54.
e Insulation class F.

* Single-phase power supply with
capacitor permanently on and thermal
protection built into the motor casing.

e Three-phase power supply with
external protection provided by the
user.

e Speed of rotation 2850 rpm.
e Continuous service.

e Maximum ambient temperature 50°C

Component

Material

1 Intake and supply flange Cast iron GJL 200 (ASTM Class 35)

7 Motor body Cast aluminium

3 Impellers Stainless steel X6CrNi18-10 (AISI 304)
4 Diffusers: Stainless steel XaCrNi18-10 (AISI 304)
b Sleeve Stainless steel XoCrNi18-10 (AISI 304)
6 Shaft part in contact with water) Stainless steel X6CrNi18-10 (AISI 304)
7 Gaskets NBR

8 Mechanical seal Ceramic / Graphite / NBR
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NOCCHI DHR 2 - DHR 4
MULTISTAGE CENTRIFUGAL PUMPS

HYDRAULIC PERFORMANCE
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NOCCHI DHR 2 - DHR 4
MULTISTAGE CENTRIFUGAL PUMPS

PERFORMANCE TABLE

‘ Nominal Absorbed

power (P2) | power (P1)

DHR Z-30M 0.40 0.30 0.7 0.2 1-230 26 125 i 73 19 16 12
OHR 2-30T 0.40 0.30 0.67 0.60 3~ 230/400 19-11 = 5 73 19 16 12
DHR 2-50M 0,67 0.50 1 0.75 1-230 35 125 = 3 3 30 2 17
DHR 2-50T 0.67 0.50 1 0.75 3 ~ 230/400 25-18 - 3 3 30 2 17

Nominal Absorbed
power (P2) power (P1)

VOLT. (V)

DHR 4-20 M 0.50 0,37 0.75 0.5 1-20 27 125 17 16 15 13 1 7
DHR 4-20T 0.50 0,37 0.78 0.58 3 - 230/400 21-1.2 - 17 16 15 13 1 7
DHR 4-30 M 0.67 0.50 110 0.80 1-20 37 125 2 73 Al 18 14 10
DHR 4-30T 0,67 0.50 1 0.76 3 - 230/400 2h-14 - 2 3 Al 18 14 10
DHR 4-40M 0.94 0.70 1,34 1 1-230 45 16 = 3 3 0 26 A 15
DHR 4-40T 0.94 0.70 1,34 1 3~ 230/400 32-19 = 33 3 0 26 A 15
DHR 4-50 M 1,20 0.90 1,68 1.2 1-230 58 20 A 39 37 3 77 19
OHR 4-50T 1,20 0.90 1,05 116 3~ 230/400 34-1 - 4 39 37 3 77 19
DHR 4-60 M 1.6 12 2 15 1-230 7 35 b 49 47 43 36 26
DHR 4-60T 1.6 12 2 15 3~ 230/400 54-3.1 - Y 49 47 43 36 6
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NOCCHI DHR 2 - DHR 4
MULTISTAGE CENTRIFUGAL PUMPS

OVERALL DIMENSIONS AND WEIGHTS

OVERALL DIMENSIONS AND WEIGHTS

Dimensions in mm. WEIGHT

(Kg)

DHR 2-30M 326 205 1375 105 135

DHR 2-30 T 326 190 1375 71 105 142 112 90 135 112 75 12 1" 1" e

DHR 2-50 M 362 205 1375 71 141 142 112 90 135 12 75 12 1 1"

DHR 2-50T 362 190 1375 7 141 142 112 90 135 112 75 12 1 1 E

DHR 4-20M 339 205 1375 7 119 142 112 90 135 112 75 12 1" 1/4 1

DHR 4-20T 339 190 1375 Al 119 142 112 90 13 112 75 12 1"1/4 1 E

OHR 4-30 M 339 20 1375 Al 119 142 112 90 135 112 75 12 1"1/4 1

DHR 4-30 T 339 190 1375 il 119 142 12 90 135 12 15 12 1"1/4 1 1

DHR 4-40 M 366 205 1375 7 146 147 12 90 135 12 75 12 "1/ 1"

DHR 4-40 T 366 190 1375 7 146 142 112 90 135 12 75 12 1"1/4 1" !

DHR 4-50 M 30 205 1375 7 173 142 112 90 135 112 75 12 1174 T 9

DHR 4-50T 394 190 1375 7 173 142 12 i 135 112 75 12 1" 1/4 1

DHR 4-60 M 445 230 149 80 200 160 125 100 153 125 9 13 1"1/4 1 7

DHR 4-60 T bbb 209 149 80 200 160 125 100 153 125 9 13 1" 1/4 1
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NOCCHI DHR 9
MULTISTAGE CENTRIFUGAL PUMPS

HYDRAULIC PERFORMANCE
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PERFORMANCE TABLE
i 010 13 0 0 0 0
MODEL power (P2) power (P1) VOLT. (V)
AR w24 48 7296 12 e 186
DHR 9-20 M 0.87 0,65 1.34 ] 1~230 4h 20 20 19 16 13 9 b 3
DHR9-20T 0.87 0.65 1.2 09 3~ 230/400 3-17 20 19 16 13 9 b 3
DHR 9-30 M 127 0,95 1.68 1.4 1~1230 b 75 31 29 26 il 16 9 b
DHR9-30 T 127 0.95 181 1.35 3~ 230/400 bh-15 31 29 26 il 16 9 b
DHR 9-40 M 174 13 241 18 1~230 8 b z’ 40 38 3 77 19 10 b
DHR 9-40 T 1.74 13 215 1.6 3~ 230/400 53-3 4 38 3 27 19 10 b
DHR 9-50 M 215 1.6 195 11 1~230 10 3b b1 49 43 36 16 14 b
DHR 9-50 T 215 1.6 1.68 7 3~ 230/400 61-3b b1 49 43 36 26 14 6
DHR 9-60 T 255 19 335 15 3~ 230/400 79-4b 60 b6 49 40 29 14 6
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NOCCHI DHR 9
MULTISTAGE CENTRIFUGAL PUMPS

OVERALL DIMENSIONS AND WEIGHTS

OVERALL DIMENSIONS AND WEIGHTS

(Kg)
DHR 9-20 M 378 227 185 80 107 160 125 100 153 125 9 13 1" 1" Vi 192
DHR9-20 T 378 196 185 80 107 160 125 100 153 125 9 13 1" "V 175
DHR 9-30 M 378 217 185 80 107 160 125 100 153 125 9 13 1" "V 20,0
DHR9-30T 378 196 185 80 107 160 126 100 153 126 9 13 1"V 1"V 191
DHR 9-40 M 408 7 185 80 137 160 126 100 153 126 9 13 1" 1" Vi AR
OHR 9-40T 408 196 185 80 137 160 125 100 153 125 9 13 1" 1" Vi 20,1
OHR 9-50 M 438 17 185 80 168 160 126 100 153 125 9 13 1"V 1" Va 7
DHR 9-50 T 438 196 185 80 168 160 125 100 153 125 9 13 1"V 1" Va 220
DHR 9-60 T 468 196 185 80 198 160 125 100 163 125 9 13 1"V 1"V 24,0
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